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e Safety precautions
Before you use the printer, carefully read the User’s manual to ensure that you use the printer correctly. Be

aware that the content complies with the standards at the time the User's manual section related to safety,
including usage and safety precautions, was created.

o Modifications
For product safety, it is prohibited to modify the DP-DS620/DP-DS620 (A) printer, DP-DS620/DP-DS620 (A)

printer driver, and CD contents.

e Copyright
The copyrights, trademark rights, and other intellectual property rights related to documents and programs

included with this product are the property of Dai Nippon Printing Co., Ltd. and other rights holders. You cannot
copy and use these items without the permission of Dai Nippon printing Co., Ltd. except where permitted by

applicable laws.
Microsoft and Windows are trademarks or registered trademarks of Microsoft Corporation in the United States

and in other countries.
LEADTOOLS Copyright (C) 2008 LEAD Technologies, Inc.

e About the product destination
You cannot resale/use the DP-DS620 without destination number (A) in the U.S.
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— Main additional functions from previous models

- Added "(6x4.5) x N", "(6x4) x N" and "(5x3.5) x N" to the paper sizes (limited to applicable countries)
Added "(6x4.5) x N", "(6x4) x n" and "(5x3.5) x n" to reduce ribbon consumption by printing at (6x4.5), (6x4) and
(5x3.5) sizes using the winding print function.
For details, see "Paper size (6x4) x n setting" in 2.2.2 Advanced options.

 Added printer information
Added a printer information function to display, for example, printer information and the status/number of
printable copies on the driver screen.
For details, see 2.2.6 Printer Information.

- Added language settings
Added a function to change the display language for the following print settings: Advanced options-Printer
functions, Option, Color Adjustment, and Printer Info.
For details, see 2.2.4 Option.
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Chapter 1 Installation

1.1 Prepare the printer and computer

Switch on the power of the DP-DS620 printer, and then use a USB cable to connect the printer and computer.
*For the connection, see the user’'s manual of the DP-DS620.

If the Found New Hardware Wizard appears after connection, carry out the installation by following the procedure of “1.2
Found New Hardware Wizard”. If the Found New Hardware Wizard does not appear, carry out the installation by
following “1.3 Install using “Add a Printer™.

1.2 Found New Hardware Wizard

Confirm that "Install from a list or specific location (Advanced)" is selected, and then click "Next".

Found Mew Hardware Wizard

Thiz wizard helps pou install software far:

D ai Mippon Printing DF-DSE20

f:-) If your hardware came with an installation CD
&2 or floppy disk. insert it now.

What do you want the wizard to do?

() Install the software automatically [Recommended)
[ (&) nstall from a list or specific lacation [Advanced) ]

Click Mext to continue.

[ < Back I[ Mest » III Cancel

Figure 1.1 Found New Hardware Wizard

Note) If you are using Windows XP Service Pack 2 or later, and the following screen appears when the new search
wizard starts, select “No, not this time”, and then click "Next".

Found Mew Hardware Wizard

Welcome to the Found New
Hardware Wizard
Windowes will gearch for cument and updated software by

looking on your computer, on the hardware installation CD, or on
the “Windows Update “Web zite [with vour permizzion).

Read our privacy policy

Cat windows connect to "Windows Update to zearch for
software?

() Yes, this ime only
() ez, now and ewery time | connect a device

[ @i, not this fime: ]

Click Mext to continue.

[ Mest » l[ Cancel

Dai Nippon Printing Co., Ltd.
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Select "Search for the best driver in these locations", and then make sure that "Include this location in the search:" check
box is selected. Click "Browse", select the installation location, and then click "Next".

Found Mew Hardware Wizard

Pleaze choose your search and installation options.

[ (%) Search for the best diver in thess locations.

Use the check boxes below to limit or expand the default search, which includez local
paths and remaovable media. The best diver found will be installed.

[ Search removable media [floppy. CO-ROM..)

nclude thiz lozation in the search:

| 1:¥DP-DS620_Driver¥XP

() Don't search. | will choose the driver bo install,

Choosze this option ta select the device driver frarm a list. ‘Windows does not guarantee that
the driver you choose will be the best match for your hardware.

[ ¢ Back I[ Mest » ][ Cancel

Figure 1.2 Search and installation options

If the following screen appears during an upgrade installation, check the Version section, select the most recent version,

and then click "Next".
Found New Hardware Wizard

Pleaze zelect the best match for pour hardware from the list below.

‘._‘_L OP-DSE20
Description Version ) Manufacturer Location
DP-DSE20) 0.90.0  fDaiMNippon Printing  d:\windowshinfuoem 5. inf

0 1.000 Dai Mippon Printing  d:\
"

|
|

Thig dniver iz not digitally signed!
Tell me why diiver signing is imporkant

[ ¢ Back I[ Mest » l[ Cancel

Figure 1.3 Software selections
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The following screen appears when you install software. Click "Continue Anyway" to continue with the installation.

Hardware Installation

) "_l., The zoftware vou are ingtaling far thiz hardware:
L]

Printers

has not paszed Windows Logo testing to verify itz compatibility
with "Windows =P, [Tell me why this testing iz imporkant, |

Continuing your installation of this software may impair
or destabilize the cormrect operation of your system
either immediately or in the future. Microsoft strongly
recommends that you stop thiz installation now and
contact the hardware vendor for software that has
passed Windows Logo testing.

Eﬂ%antinue.ﬁ.nyway | [ STOP Installation

Figure 1.4 Installing hardware

If the Search removable media (floppy, CD-ROM...) check box shown in Figure 1.2 is selected, the following message
may appear. If the message appears, insert the CD-ROM, and then click OK.

Insert Disk &|

r’:] Pleaze insert the Compact Disc labeled 'DP-DSE20
=] Frinter MiniDriver Digk into pour CO-ROM dive (K] and

then click OK.

You can alzo click OF. if you want filez to be copied
from an alternate locahion, such as a floppy disk or a
network, server.

Figure 1.5 Insert Disk

If the following message appears after clicking OK in Figure 1.5, click "Browse", select the installation disk, and then click
OK.

Files Needed

e The file 'DPDSE20.GPD' on DF-DSE20 Printer
- ] MiniDriver Digk iz needed.

T

Cancel

Type the path where the file iz located, and then click
Q.

Copy files from:

|:¥DP-DS620_Driver¥XP w | Brovize...

Figure 1.6 Files Needed

Dai Nippon Printing Co., Ltd.
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Click Finish to close the printer wizard.

Found Mew Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard has finizhed installing the software far:

jmy DP-DSE20
o=

Click Finizh to cloge the wizard.

Figure 1.7 Completing the Found New Hardware Wizard

Click "Start", and then click "Printers and Faxes", and then make sure that “DP-DS620” is present.

*® Printers and Faxes E‘Elgl
File Edit “iew Favorites Tools Help l.;'
< </ liT /-\JSearth I Folders v
Address |Cq“, Printers and Faxes b ‘ Go
| \@ orosszo
=

Ready

Printer Tasks

[Z] Add a printer
&5 Set up Faxing

See Also
I'_-’] Troubleshoot printing

@) ==t help with printing

Other Places

@ Control Panel

% Scanners and Cameras
L) My Dacuments

(3 My Pictures

g My Computer

Details

Figure 1.8 Printers and Faxes

After the installation of the printer driver is complete, always restart the computer.

Dai Nippon Printing Co., Ltd.
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1.3 Install using “Add a Printer”

Click "Start", and then click "Printers and Faxes".
(Depending on the computer you are using, "Printers and Faxes" may not appear. If it does not appear, click the following items in
order: Start, "Control Panel", "Printers and Other Hardware", and "Printers and Faxes".

Click "Add a Printer".

"8 Printers and Faxes

File Edit “iew Favorites Tools Help l.;'

<) </ l_ﬂ‘ /.-\JSEarch I Folders Elv

Adress [ Printers and Faxes >

Printer Tasks
[&] Add 5 printer
e

See Also

|'_-’] Troubleshoot printing
@) ==t help with printing

Other Places

@ control Panel

% Scanners and Cameras
D My Documents

,ﬂ My Pictures

i My Computer

Details

Figure 1.10 Printers and Faxes

The Add a Printer Wizard screen appears. Click "Next".

Add Printer Wizard

Welcome to the Add Printer
Wizard

Thiz wizard helpz pou ingtall a printer or make printer
connections.

& If pou have a Plug and Play printer that connects

‘!J) through a USE port [or anw ather hot pluggable
port, such az IEEE 1334, infrared, and so on). pou
do hiot need to uze this wizard. Click Cancel to
close the wizard, and then plug the printer's cable
into pour computer ar paint the prinker toward waur
computer's infrared port, and turn the printer on.
Windows will automatically install the printer for pou.

To continue, click, Nest.

Figure 1.11 Add a Printer Wizard

Dai Nippon Printing Co., Ltd.
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The Local or Network Printer screen appears. Select "Local printer attached to this computer”, clear "Automatically
detect and install my Plug and Play printer" check box, and then click "Next".

Add Printer Wizard

Local or Metwork Printer
The wizard needs to know which type of printer to set up.

Select the option that describes the printer pou want to use:

[ (%) Local printer attached to this computer ]

[JiAutomatically detect and install my Plug and Play printes

() & network, printer, or a printer attached to another computer

- To =et up a network printer that iz not attached to a print server,
‘!A) uze the "Local printer” option.

[ ¢ Back I[ Mest » ][ Cancel

Figure 1.12 Local or Network Printer

The Select a printer port screen appears. Select "Use the following port". From the list, select the USB port connecting
the printer (for example, USB001), and then click "Next".

Add Printer Wizard

Select a Printer Port
Computers communicate with printers through parts.

Select the port wou want your printer to uze. |f the port iz nat listed, you can create a
new poart.

[ (®) Use the following DDIlZ]I| 1ISBO01 [Virtual printer port far LISE) V| ]

Mote: Most computers use the LPT1: port to communicate with a local printer.
The connector for this port should ook, something ke this;

O \‘\xf‘:"\ R .

() Create a new port:

[ Cancel

[ < Back I| Newt » ]

Figure 1.13 Select a Printer Port

Dai Nippon Printing Co., Ltd.
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The Install Printer Software screen appears. Click "Have Disk...".

Add Printer Wizard

Inztall Printer Software
The manufacturer and model determine which printer software to uze.

Jay Select the manufacturer and model of your printer. IF pour printer came with an installation

disk, click Have Disk. |f your printer iz not lizked, consult your printer documentation for
compatible printer software.

M anufacturer ”~ Frinters *~
Agfa | | SF sGFA-BeouSet vE23 W
i'PS" 5h AGFA-AcouSeISF V523
e 5 AGFA-ecuSet 800
APS P 3| 9 AGFAAcoueLBO0SF 623 v

(4
gk This driver is digitally signed. [ wWindows Update l | HaveDisk.. | ]I
Tell me why driver signing iz important

[ ¢ Back ][ MNest » ][ Cancel ]

Figure 1.14 Install Printer Software

The Install From Disk screen appears. Click "Browse", and then select the installation location.

Install From Disk E|
Inzert the manufacturer's installation dizk, and then
L= make sure that the comect dive is selected below.

Cahcel

Copy manufacturer's files from;

|:¥DP-DS620_Driver¥XP v| [ Browse.. |

Figure 1.15 Install From Disk

Make sure that “DP-DS620” appears, and then click "Next".

Add Printer Wizard

Inztall Printer Software
The manufacturer and model determine which printer software to uze.

Jay Select the manufacturer and model of your printer. IF pour printer came with an installation

disk, click Have Disk. |f your printer iz not lizked, consult your printer documentation for
compatible printer software.

Frinters

& Thizs driver iz not digitally signed! [ Windows Update ] [ Have Disk... ]

Tell me why driver signing iz important
[ ¢ Back I]l Mest » ] l [ Cancel ]

Figure 1.16 Install Printer Software

Dai Nippon Printing Co., Ltd.
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The Name Your Printer screen appears. Configure the printer name. Furthermore, if the Do you want to use this printer
as the default printer? screen appears, and if you want to set this printer as the default printer, select Yes, and then

click "Next".
Add Printer Wizard

Name Your Printer
'ou muzt azsign a name to this printer,

Type a name for this printer. Becausze some programs do not support printer and server
name combinations of more than 31 characters, it iz best to keep the name az short as
poszible.

Frinter name:;

[ ¢ Back I[ Mest » ][ Cancel

Figure 1.17 Configuring the printer name and the default printer

The Print Test Page screen appears. Select "N@", and then click "Next".

Add Printer Wizard

Print Test Page
To confirm that the printer iz installed properly, pou can print a test page.

Do wou want ba print a test page?

O res

[ ¢ Back I[ Mest » ][ Cancel

Figure 1.18 Print Test Page

Dai Nippon Printing Co., Ltd.
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The Completing the Add Printer Wizard screen appears. Click Finish.

Add Printer Wizard

Completing the Add Printer
Wizard

You have successhully completed the Add Printer 'wizard.
“ou zpecified the following printer settings:

Manne: DF-DSE20
Share name:  <Mot Shared:
Part: JSBOD
Model: DP-DSE20
Default: Ve

Testpage: Mo

To close thiz wizard, click Finish,

[ < Back I| Finish |[ Cancel

Figure 1.19 Completing the Add Printer Wizard

The following message appears when installing software. Click "Continue Anyway" to continue with the installation.

Hardware Installation

] E The zoftware vou are ingtaling far thiz hardware:
L]

Frinters

has not paszed Windows Logo testing to verify itz compatibility
with "Windows XP. [Tell me why thiz testing iz imporkant. |

Continuing your installation of this software may impair
or destabilize the cormrect operation of your system
either immediately or in the future. Microsoft strongly
recommends that you stop thiz installation now and
contact the hardware vendor for software that has
passed Windows Logo testing.

Eﬂguntinue.ﬁ.nyway | [ STOP Installation

Figure 1.20 Installing hardware

After the installation of the printer driver is complete, always restart the computer.

Dai Nippon Printing Co., Ltd.
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Chapter 2 Properties

You can configure various printer settings from the Properties of the DP-DS620 driver. Make sure you understand the
contents well before changing settings. Depending on the application you are using, you must perform this operation
from the print settings of the application.

2.1 Open the printer properties

1. Click "Start", and then click All Programs to
open "Printers and Faxes".

2. Select the DP-DS620 printer, and then open the printer

properties.

__-_} My Documents

5 My Recent Documents #

j} My Pictures

-_} My Music

g_’ My Computer
B’ Control Panel

@, Set Program Access and
[1s

Q_)) Help and Suppart
,-_) Search

All Programs D

2 start

3. The DP-DS620 Properties screen appears.

DP-DS620 Properties

Device Settings

Color kM anagement ||

General | Sharing I Parts [ Advanced

1@

=2

Locatior: | |

LComment;

Model: DP-DSE20
Features
Color: Yes
Daouble-sided: Mo

Paper available:

Staple: Ma

Speed; Unknown

b a=imum resolution: 600 dpi

[F'rjnting Pleferences...] [ Print Test Page

I QK H Cancel ] Apply

"B Printers and Faxes

Fle Edt View Favortes Tools Help

Q O T O st [ roders [T

Address |9 Printers and Faxes

Printer Tasks

Add a printer

15) See what's printing

Select printing
preferences

g‘ Palise printing
2 share this printer
]l Rename this printer

Other Places

3 control Panel

S, Seanners and Cameras
(53 My Documents

(3} My Pictures

i My Computar

Details

10
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2.2 Print settings functions

If you select the basic settings from the Properties screen, you can change various print settings.

2.2.1 Layout
& DP-DS620 Printing Preferences E‘@
Layout | Paper/Qualiy | Option | Color Adjustment | Printer Infa|

Orientation

©FPolait

O Landscape

Page Oider

@ Front to Back.

O Back to Front

Pages Per Sheet: | 1 v
Figure 2.2.1 Layout tab

Orientation

Set the print orientation to "Portrait" or "Landscape".
For details, refer to “2.6 Orientation ”.

Page Order
In the application, specify the order when multiple copies of an image are printed.
Example) Print order

No.1 No.2

Front to Back

Back to Front

Pages per Sheet
Set printing of the specified division size. In most situations, set “1”.

Example) Division size

1 division 4 divisions 9 division

11
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2.2.2 Advanced options

If you select "Advanced..." on the Layout tab, you can configure various advanced options.

& DP-DS620 Printing Preferences @@ DP-DS620 Advanced Optiuns
Layout | Paper/Quality | Option | Color Adjustment | Printer Info
Orientation @ DP-D5620 Advanced Document Settings
8?511?{3& =[5 Paperioutput
- Paper Size! IR{FCRAV] v

Page Oider Copy Count: 1 Copy

@ Front to Back .

O Back to Front & @ Graphic

Print Quality: High-speed
Pages Per Sheet: | 1 & = @ Image Color Management
ICM Method: ICM Handled by Host System
ICM Intent: Pictures
= i& Docurnent Cpkions
Advanced Prinking Features: Enabled
(=1 % Printer Features
EBorder: Disable
Owercoat Finish: Glossy
Print Re-try: Enable
Zinch cut: Disable
[ Ok ] [ Cancel ]
Figure 2.2.2.2 Advanced options tab

Figure 2.2.2.1 Advanced settings

Paper Size
Specify the paper size. Match the paper size with the size of the media set in the printer.
You can enable multiple layout settings by setting the paper size. See later sections for details.

Copy Count
You can specify the number of copies to be published for images.
Print Quality
Specify the resolution.
Print quality Function
High-speed Print using high speed mode
High-quality Print using high quality mode
ICM Method
ICM Method Function
ICM Disabled Synchronized with "Color Adjustment Disabled" in the2.2.4 Option.
ICM Handled by Host System Synchronized with "Color Adjustment ICM" in the 2.2.4 Option.
Manage colors using the driver.
ICM Handled by Printer When this item has been selected, operation is the same as "ICM Handled by
Host System".

ICM Intent
Set the rendering method when using ICM. For the ICC profile, always set to “Picture”.
Do not use other settings.

12
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Advanced Printing Features

Always set Enable. Do not use other settings.

Border

Synchronized with Border in the Option.

Overcoat Finish

Set the overcoat finish method for the surface of printed items from the following two types.

Overcoat Finish

Function

Glossy Create an item with a glossy finish.
Matte Create an item with a matte finish.
Print Re-try

Specify whether to print data in the printer buffer after a printer error has been cleared.

Print Re-try Function
Disable Clear the print data in the printer buffer when a printer error occurs.
You must send the cleared print data again after the error is cleared.
When you use an application with an error recovery function, select this option.
Enable Save print data in the printer buffer when an error occurs.
The printing process is restarted from the saved data after the error is cleared.
Note that if the power is switched off, the data is not saved.

Depending on the content of the printer error, it may be necessary to restart the printer to clear the error. In such
cases, the print data in the printer buffer is cleared regardless of the Print Re-try setting.

The following section shows the operation for each Print Re-try setting by error.

Error content

When Print Re-try is disabled

When Print Re-try is enabled

Paper end

Ribbon end

Cover open

Paper jam (*1)

Ribbon error (*1)

Paper setting error

You must send the unprinted image
data again after the error is cleared.

The printing process is restarted from
the data saved in the printer buffer after
the error is cleared.

When the paper initialization operation
is to be carried out, printing occurs
afterwards.

Data error

Head voltage error

Head position error

Power supply fan stopped

Cutter error

Head temperature error

Media temperature error

RFID module error

System error

Because the printer must be switched
on and off to clear the error, the print
data in the printer buffer is cleared
regardless of the Print Re-try setting.

After the printer has restarted, you must
send the unprinted image data again.

Because the printer must be switched
on and off to clear the error, the print
data in the printer buffer is cleared by
switching the printer off, even when the
Print Re-try setting is Enabled.

After the printer has restarted, you must
send the unprinted image data again.

*1: After the printer stops due to an error, follow the user’s manual of the printer to eliminate the cause of the paper

or ribbon error.

2inch cut
Specify whether to cut paper into multiple sheets with a 2-inch length when you use a specified paper size.
2inch cut Function
Disable Cut at the normal size.
Enable Cut at 2-inch lengths so that the 6 x 4 size becomes two sheets and the 6 x 8 size
becomes four sheets.

13
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<Multiple layout >
When 5 x 7, 6 x 8 or 6 x 9 media is used, you can use a two-picture layout. You can enable multiple layout settings
by setting the paper size of the printer driver.
The following section shows the image sizes.

Layout settings

Driver paper size setting Paper Paper size length x height (mm) Media used
direction

(5x3.5) x 2 Portrait (131.1x92.1) x 2 5x7

(5x3.5) x N Landscape (92.1x131.1) x 2

PR (3.5x5) x 2 Portrait (92.1x131.1) x 2

PR (3.5x5) x N Landscape (131.1x92.1) x 2

(6x4) x 2 Portrait (156.1x105.0) x 2 6x8

(6x4) x N Landscape (105.0x156.1) x 2

PR (4x6) x 2 Portrait (105.0x156.1) x 2

PR (4x6) x N Landscape (156.1x105.0) x 2

(6x4.5) x 2 Portrait (156.1x117.3) x 2 6x9

(6x4.5) x N Landscape (117.3x156.1) x 2

PR (4.5x6) x 2 Portrait (117.3x156.1) x 2

PR (4.5x6) x N Landscape (156.1x117.3) x 2

Multiple layout is carried out under the following conditions.
1.Set5x7,6x8or 6 x9 size media in the printer.
2. Set the paper size of the printer driver to one of the abovementioned paper sizes.
3. From the application, send multiple images.

Note) Because they are carried out by the print job, multiple layout are carried out when there are multiple images
in a single job.
If you want to layout the same image, send the same number of images as the number-of-sheets setting.
The printer handles two pictures at one time and cuts the paper after it is ejected.

s o

Same-size images on one sheet <

Layout of 2 pictures: set x 2 - Cut when paper is ejected

14
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< Paper size (6x4) x N setting >

If you set the paper size setting to (6 x 4) x N when printing 6 x 4 size to 6 x 8 size media, printing is optimized to
reduce consumption of the ribbon. Furthermore, if you set the paper size setting to (5x3.5) x N or (6x4.5)xN when
printing 5 x 3.5 size to 5 x 7 size media or when printing 6 x 4.5 size to 6 x 9 size media, printing is similarly optimized

to reduce consumption of the ribbon.

The above operation applies only to the DP-DS620.

When (6x4)xN is selected with the DP-DS620 (A), printing is performed the same as for (6x4)x2 without rewinding the
ribbon. The same applies for (5x3.5)x2 or (6x4.5)x2 even if (5x3.5)xN or (6x4.5)xN is selected.

The following section shows the differences in ribbon consumption when (6x4), (6x4) x 2, or (6x4) x N is specified for

the paper size setting.

(6x4) (6x4) x 2 (6x4) x N
When printing one sheet at
6 X 4 size once {3 =4
Not Not Used for the
used used next printing

*After printing, the ribbon is
rewound and adjusted to the next
print position.

When printing one sheet at
6 X 4 size twice

*After the first sheet is printed, the
ribbon is rewound, and the second

*Two sheets are printed at the
same time in a multiple layout.

Not . .
used sheet is printed.
When printing two sheets
at 6 x 4 size once g@
Not
used

*Two sheets are printed at the
same time in a multiple layout.

Not

used
When printing one 6 x 4 \ z
size sheet once, and then ”g "@
printing two 6 x 4 size G . ..
sheets once Not

used

*For the second and third sheets,
two sheets are printed at the same
time in a multiple layout.

Eﬁ‘(g’(:ﬂ'

Used for the
next printing

*After the first sheet is printed, the
ribbon is rewound, and the second
and following sheets are printed.
Furthermore, after the third sheet is
printed, the ribbon is rewound and
adjusted to the next print position.

15
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<Application usage example >
This usage example uses Windows Explorer.

Step 1. In Windows Explorer, select two or more pictures.
Next, select "File", and then click "Print".

& Sample Pictures

Edit  Wiew Fawvorites  Tools  Help

) search I Falders v

tingsiAll Users\Documents\My PicturesiSample F V| Go

Preview

| >

Rotate Clockwise
Rotate Counter Clockmise

Set as Deskkop Background
Open with 3
Send To 3
Tewy 3
= Image
Create Shortcut selection
Delete
Renarne
Properties

Close

Sunset Water lilies

@ Publish the selected
janc bo th b

Step 2. Click "Printing Preferences".

& Photo Printing Wizard

Printing Options
Select the printer and paper you want to use,

‘what printer do you want to use?

DPD5E20 v [ Install Printer. |

‘Yo prints will laok best f you select the conect paper before printing. Ta select paper, click
Frinting Preferences.

Curently selected paper:  Plain Paper

< Back ” Mest> ][ Cancel

Step 3. Set the Orientation to "Portrait”, and click "Advanced".

& DP-DS620 Printing Preferences ?)X)

Layout | Paper/Quality | Option | Color Adustment | Printer Info

Orientation

O Landscape

Page Order
@ Front to Back
O Back to Front

Pages Per Sheet: | 1 v

.

Step 4. Set the paper size to the setting of the
multi-page layout.
Click OK twice to close the dialog boxes in
Step 4 and 3.

DP-DS620 Advanced Options

@ DP-05620 Advanced Document Settings
= % Paper/Cutbput
Paper Size: | PR {3,5x5) hd
Copy Count: |{Sx3.5)
= @ Graphic (5x3.5)x2
Print Qualicy: [ (%35 x

¥es)
= @ Image Color ESx?g

TCH Methy (6x4) Host Systern

ICM Inken (6xd) x 2

= ih Docurnent Cption|
advanced prif (6%4.5)

] (Bxd 5 x 2
= % Prinker Featu {6x4.5) % N

Border: O {6x6)
Owercoat|{6xs)

Prink Re-f (629}

PR (3.5x5)
PR(3.5x5) % 2
PR (3.5x5) x M
PR (4,5x6)

PR (4.5x6) x 2

PR (4.5x6) = M C oK. ] [ Catcel
PR, (4x6)

I&T

2inch cut

PR (dx6)x 2
PR {4x6) x N

Step 5. Click "Next".

&3 Photo Printing Wizard

Printing Options
Select the printer and paper you want to use,

‘what printer do you want to use?

DP-D5620 ¥ [ Install Printer. |

“Your prints will laok best f you select the conect paper before printing. To select paper, click
PFrinting Preferences.

Currently selected paper:  Plain Paper

< Back ” Mest> ]l[ Cancel
A

Step 6. Click "Next".

& Photo Printing Wizard

Layout Selection
Select a layout from the chaices below.

Available layouts: Print preview:

77[{!1"7 Page Prints

Full page fax print:
centered and rotated to fit

Number of times to use each picture: ﬁ

< Back I” Next > ]l[ Cancel ]
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2.2.3 Paper/Quality

& DP-DS620 Printing Preferences

| Layout | Paper/Qualiy | Option | Color Adjustment | Printer Info

Color
= IS ;
2| O Black & White =S| ®Eolor

- -

op
Figure 2.2.3 Paper/Quality tab

Color Set Color. Do not use Black & White.

& DP-DS620 Printing Preferences

P

2.2.4 Option
PIX

& DP-DS620 Printing Preferences

| Layout | Paper/Qualiy | Option | Color Adjustment | Printer Info

| Layout | Paper/Quality | Option | Color Adiustment | Frinter Info

[ Border

Clgorder
Sharpness(H) : [ooefauy v
Color Adjustment

O None(h)

O Handled by Driver(J)

® ICMD) O ICM & Driver(h)

Language(L) : [English

About(B)...

Figure 2.2.4.1 Option tab

Border

in the Advanced settings.
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Sharpness(H) \ 0 (Defaul)
Color Adjustment 12 Eg:a;)wlure)

O None(h) 0 (Default)
@ ICMED
Language(L) +5

+6

7
About(B)... +8 (Hard)

Default(D)

Figure 2.2.4.2 Sharpness setting

Specify a border for printing. (Select the check box for a border.) Synchronized with Border Enable/Disable
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Sharpness
Process sharpness using one of the 11 stages (Figure 2.2.4.2). If the setting is “0 (Default)”, sharpness is not
processed.
Moving to the minus (-) side blurs the image and moving to the plus (+) side sharpens the image.

Color Adjustment

None
Synchronized with the ICM method in the Advanced settings. If this check box is selected, ICM is disabled,
the Color adjustment tab is also disabled, and the printer driver does not carry out color adjustment.

Handled by Driver
If this check box is selected, ICM is disabled, and the 2.2.5 Color Adjustment is enabled. The result is applied
to the adjustment values of the following items: Gamma, Brightness, Contrast, and Chroma.

ICM
Synchronized with the ICM method of the Advanced settings (ICM processing by host system). If this check box
is selected, the driver manages colors.

ICM & Driver
If this check box is selected, ICM (color management) and the 2.2.5 Color Adjustment are enabled.

Language
Change the display language for the following items: Advanced options-Printer functions, Option, Color Adjustment,
and Printer Info.
The selected language is enabled the next time the print settings are displayed.

[Available languages]
- Japanese
+ English (US)
+ French (France)
+ German (Germany)
+ Russian (Russia)
+ Spanish (Spain)
+ Korean
+ Chinese (People's Republic of China)
+ Chinese (Taiwan)

When your operating system environment corresponds with one of the above settings, the default display language
is the language of the corresponding country.

Furthermore, when your operating system environment does not correspond with one of the above settings,
the default display language is English.

To use a language different from that of your operating system, you must install the following font for the
corresponding language.

Language Font
Japanese MS Ul Gothic
English (US) Avrial
French (France) Arial
German (Germany) Arial
Russian (Russia) Arial
Spanish (Spain) Arial
Korean Gulim ( =4)
Chinese (People's Republic of China) SimSun ( R4 )
Chinese (Taiwan) MingLiU ( ¥r#fieA88 )

About
Show the driver version.
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2.2.5 Color Adjustment

If the Handheld by Driver Check box is selected in the 2.2.4 Option, the adjustment values of the Color Adjustment tab
are applied to the image.

2 DP-DS620 Printing Preferences Px

Layout | Paper/Quality | Option | Color Adjustment | Printer Info

Sample Picture

Brightness Contrast
S |

G: [0 G:

B : B: [ S
Sync. Sync Sync.

Chroma

Load(L)

Default(D)

Figure 2.2.5 Color Adjustment tab

The following section shows the setting ranges on the Color Adjustment tab.

Adjustment item | Adjustment value
Gamma -100 (dark) to 100 (bright) (“0” results in no adjustment, y2.0 to 0.5)
Adjust the density of the half-tone section of the image. Increasing the gamma value brightens
the half-tone section.
Sync check box
ON: Set RGB to same value.
OFF: Set RGB to different value.

Brightness -100 (dark) to 100 (bright) (“0” results in no adjustment)
Adjust the brightness of the image. Increasing the brightness value brightens the entire image.
Sync check box

ON: Set RGB to same value.

OFF: Set RGB to different value.

Contrast -100 (weak) to 100 (strong) (“0” results in no adjustment)
Adjust the contrast of the image. Increasing the contrast value increases the difference of
brightness and darkness.
Sync check box
ON: Set RGB to same value.
OFF: Set RGB to different value.

Chroma -100 (weak) to 100 (strong) (“0” results in no adjustment)
Adjust the chroma of the image.

19
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2.2.6 Printer Information

View the printer information.

& DP-DS620 Printing Preferences |2|E‘ & DP-DS620 Printing Preferences |E‘E‘
Layout | Paper/Quality | Option | Color Adjustment | Printer Info | Layout | Paper/Quality | Option | Color Adjustment | Printer Info |
Media Info Media Info
200 f 200 Sheets (400 Sheets : Bxdin) - [ - Ghests
618in ]
[ | [ J
0% 50%. 100% 0% 60% 100%
Printer Status Printer Status
‘ Waiting ‘ Waiting |
= =
o — =< [ncarrect media type has been loaded. ==
Total Gount Firmware Yersion Total CGount Firmware Yersion
12644 DS620 00.33 12871 D620 00.33
Serial Mo Serial Mo
DP-DSA20 CS06S DP-DS620 CB06S
Color Control Data Color Control Data
300dpi 300dpi
Version DS620_300_0012.CWD  Checksum 2888 Versioh DS620_300_0012.CWD  Checksum 2888
B00dpI BO0dpi
Verslan D3620_600_0012.CWD  Checksum FCces Version DS620_600_0012.CWD  Checksum FCCs
Low Speed Low Speed
Wersion DS620_B10_0012.CWD  Checksum 5444 Wersion DSE20_B10_0012.CWD  Checksum 5444
Figure 2.2.6.1 Printer Info tab Figure 2.2.6.2 Display when incorrect media is loaded

The following section shows the information displayed in the Printer Info tab.

Display item

Display details

Media Info

This area shows, for example, the size and remaining number of printable sheets for the
ribbon media in the printer.

* Media information is not displayed when a media type not supported by the printer has
been loaded. (Figure 2.2.6.2)

Printer Status

Displays the status of the printer using icons and characters.

Display icon Display characters = Status/Response

(Color)
@ Waiting Printing is possible.
(Green)
Printing The printer is printing.
(Blue)
Door open Front door is open.
Close the front door.
(Yellow)

Ribbon end No ribbon remains.
Load new media.
(Replace the paper and ribbon as a set.)

—%%

(Yellow)
Paper end No paper remains.
Load new media.
(Replace the paper and ribbon as a set.)
-
(Yellow)
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Display item Display details
Display icon Display characters = Status/Response
(Color)
_— Offline The printer cannot be recognized.
. L} ' Connect the printer and computer, and then turn on
= the power.
(Gray)
P Cooling head The head is being cooled.
A Please wait a while. Printing will resume
== automatically.
Rl
(Purple)
— Ribbon error The ribbon is not set correctly.
a— Reload the ribbon properly.
~oy
(Orange)
— Paper size The printer settings and size of the installed ribbon
— setting error do not match.
== Check the paper size setting and ribbon size.
-
(Orange)
— Paper jam A paper jam was detected.
e Remove the paper and reload it properly.
==
._8,/\,-
(Orange)
System error System error.
Restart the printer and computer. If the printer does
! not recover after the restart, contact the service
— center.
(Red)
* A warning message is displayed when a media type not supported by the printer has been
loaded.(Figure 2.2.6.2)
Total Count Total count of printed sheets (printing other than 6x4.5, 6x4 or 5x3.5 size will count as two
sheets).
Firmware Version Version of the control program of the printer. xx.xx indicates the version.
* DS620A xx.xx (For the United States)
- DS620 xx.xx (For other countries)
Serial No. Serial number of the printer.
Color Control Data Printer color control data.
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2.3 Default values for settings

The following section shows the default values of the settings (at installation). If the settings have been changed, and
the printer driver no longer operates normally, return to the default values shown below.

Note) Depending on the service pack of your operating system or your usage environment, the default values at
installation may differ from those in the chart below.

Tab Setting Value
Orientation Portrait
Layout Page Order Front to Back
Pages Per Sheet 1
Paper/Quality Color Color
Border Disable
. Sharpness 0 (Default)
Option Color Adjustment ICM
Language setting English
Gamma 0
. Brightness 0
Color Adjustment Contrast )
Chroma 0
Paper/Outout Paper Size (6x4)x N
aperfoutpu Copy Count 1
Print Quality High-speed
: Image ICM Handled by Host
Advanced Graphic color ICM Method System
settings management ICM Intent Pictures
(In the Layout tab, —
click Advanced...) Advanced Printing Features Enable
Document Border _ Disable
options Printer function Overcoat Finish Glossy
Print Re-try Enable
2inch cut Disable

Chart 2.3 Default print settings
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2.4 Color management

Use Color management to specify the color profile. The installer associates "DS620-R0" by default.

Step 1. From the Printer Properties, select the Color management tab.

& DP-DS620 Properties

General Sharing Parts Advanced
Color Management ] |

Device Settings

I

These settings let you associate color prafile]z] with pour color
Iﬁ printer. Color profiles control the colar on your printer based on the
type of media being uzed and the printer configuration.

oF

Windows will automatically select the best color profile from
the lizt of azzociated caolor profiles [Aecommended)

(O Maruat Manually select the default color profile for all autput fram
thiz device fram the list of associated color profiles

Default color profile; DSE20-A0

Color Profiles cunrently azzociated with thiz printer:

e —

File that the installer associates

Add... ] [ Remove ] Set Az Default

[ Ok H Cancel ] Apply

Figure 2.4 Color management tab
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2.5 Print Area

The following section shows the image sizes and numbers of dots generated by the paper size setting of the driver.

Image size Number of image dots
. : . (width x height) (width x height)
Paper size Orientation — p— High-speed High-quality
(300x300 dpi) (600x600 dpi)*1
(5x3.5) Portrait 5" x3.5” 131.1x 92.1 1548 x 1088 3096 x 2176
Egiggg § ﬁl Landscape 3.5"x 5" 92.1x131.1 1088 x 1548 2176 x 3096
Portrait 5"x5" 131,1 x 130,4 1548 x 1540 3096 x 3080
(5x5)
Landscape 5" x5 130,4 x 131,1 1540 x 1548 3080 x 3096
(6x4) Portrait 6" x 47 156.1 x 105.0 1844 x 1240 3688 x 2480
(6x4) x 2
(6x4) x N Landscape 4" x 6" 105.0 x 156.1 1240 x 1844 2480 x 3688
(6x4.5) Portrait 6"x 4.5” 156.1x 117.3 1844 x 1386 3688 x 2772
(6x4.5) x 2
(6x4.5) x N Landscape 4.5"x 6" 117.3 x 156.1 1386 x 1844 2772 x 3688
(6x6) Portrait 6" x 6” 156.1 x 155.4 1844 x 1836 3688 x 3672
Landscape 6" x 6” 155.4 x 156.1 1836 x 1844 3672 x 3688
(5x7) Portrait 5 x7 131.1x181.0 1548 x 2138 3096 x 4276
Landscape 7’ x5 181.0x131.1 2138 x 1548 4276 x 3096
(6x8) Portrait 6” x 8" 156.1 x 206.2 1844 x 2436 3688 x 4872
Landscape 8” x 6” 206.2 x 156.1 2436 x 1844 4872 x 3688
(6x9) Portrait 6"x 9” 156.1 x 232.0 1844 x 2740 3688 x 5480
Landscape 9”x 6” 232.0x 156.1 2740 x 1844 5480 x 3688
PR (3.5 x5) Portrait 3.5"x5" 92.1x131.1 1088 x 1548 2176 x 3096
PR (3.5x5) x 2 ” »
PR (3.5x5) X N Landscape 5"x3.5 131.1x 921 1548 x 1088 3096 x 2176
PR (4x6) Portrait 4" x 6" 105.0 x 156.1 1240 x 1844 2480 x 3688
PR (4x6) x 2
PR (4x6) x N Landscape 6" x4 156.1 x 105.0 1844 x 1240 3688 x 2480
PR (4.5x6) Portrait 4.5"x 6" 117.3 x 156.1 1386 x 1844 2772 x 3688
PR (4.5x6) x 2
PR (4.5x6) x N Landscape 6"x 4.5” 156.1x 117.3 1844 x 1386 3688 x 2772

*1: Convert to 300 x 600 dpi size within the driver, and then send to the printer.
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2.6 Orientation

The following chart shows the relationship of images generated by an application and printed items (output direction)
according to the orientation setting. Generated images are not the original image rotated by the application but are
zoomed to fit within the sizes is shown in “2.5 Print Area".

Original Driver setting
image Orientation Paper setting
(5x3.5) PR (3.5x5) (5x7)
(5x3.5)x 2 PR (3.5x5)x 2 (6x8)
(5x3.5)x N PR (3.5x5)x N (6x9)
(5x5) PR (4x6)
(6x4) PR (4x6)x 2
(6x4)x 2 PR (4x6)x N
(6x4)x N PR (4.5x6)
(@) PR (4.5x6)x 2
(6x4.5)x 2 PR (4.5x6)x N
(6x4.5)x N
(6x6)
Generated Printed item Generated Printed item Generated Printed item
. (Output . (Output . (Output
image orientation |) image orientation |) image orientation |)
Portrait
Landscape
Portrait
Landscape
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Chapter 3 Update the driver

As when performing the installation, log in as an administrator before carrying out this operation.

1. Delete the driver

1) Before deleting the printer driver, close all applications. In addition, double click the icon of the printer you want to
delete, make sure that there are no documents in the queue, and then start the deletion of the driver.

*® Printers and Faxes

Fle Edt Wew Favorites Tools Help

Q © - ¥ | Pseach [ rokers [~

address |y Printers and Faxes

Printer Tasks

[2] Add a printer
&5 Set up Faing

See Also

[2] Troubleshect printing
@) et help with printing

Double click

Other Places

@ contrel Panel

Sy, Seanners and Cameras
My Documents

(3 My Pictures

i My Computer

Details

= DP-DS620

Printer

Document  Yiew  Help

<

Document Mame

Skatus Owner

|~

0 documentis) in queue ]

2) From the Printers and Faxes screen, select the DP-DS620 printer. Click File, and then click Delete.
When asked if you want to delete the printer “DP-DS 6207, select Yes to delete the printer.

"8 Printers and Faxes

Edt View Favarites Toolks Help
open o

) ssaeh [ Falders [T+

Printing Preferences. .

Pause Printing

Sharing...

Use Frinker Cffine
Add Printer
Server Properties
Sekt Up Faxing

Wﬁﬂame

Properties

Close:

Other Places

@ Control Panel

Sy, Seanners and Cameras
My Documents

({2 My Pickures

i My Computer

Details

\?/ Are vou sure you want to delete the printer 'DP-DS620'7
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3) Atfter the DP-DS620 printer has been deleted, similarly select File, and then Server Properties. The Print Server
Properties dialog box appears. Select the Driver tab. If you select the DP-DS620 driver and then select "Remove”, a
confirmation screen appears. If you click "Yes", the driver is deleted.

After deletion, restart the computer.

"% Printers and Faxes \;HEHE‘ & Print Server Properties

Edit Wi F. s Tool Hel wy S
! o mortes Toos TeR w | Farms || Ports |Im Advariced |
A
- e P | - Search [1__ Folders v
et Lp Faxing | @ |
S — | =4 Go
Create Shortcut

Delete ; e o
Rename nstalled printer drivers:

Properties hlags Epsi b ernioe

Close DP-DS620 Intel indows 2000 or =P

See Also

E)j Troubleshoat printing
@) Get help with printing

Other Places

[}- Control Panel
% Scanners and Cameras
B My Documents
@ I¥y Pictures

= Add...
d My Compuker

Replace ][ Properties

Details [ 0K H Cancel ] Apply

Print Server Properties

Are you sure you want to delete DP-D36Z07

Note) If the following error message appears when you try to delete the printer driver, restart the computer.
After the computer restarts, try to delete the printer driver again.

Print Server Properties

6 Unable ko remove DP-D5620, Intel, Windows 2000 or XP driver, The specified printer driver is currently in use,
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2. Install an upgrade for the printer driver
After deleting the printer and the printer driver, install the new printer driver. For the installation procedure,

see “Chapter 1 Installation®. If the following figure appears during installation, check the Version section,
select the most recent version, and then click Next.

Found Mew Hardware Wizard
Pleaze zelect the best match for pour hardware from the list below. .

)\ DP-DSE20

Lacation

Description YWerzion | Manufacturer
Dai Mippon Printing  d:\windowshinfsoem1 5 inf
[ai Mippon Printing  d:%document: and settingshhagano'

DP-0SE20 §1.0.0.0
DF-DSE20 1.1.0.0
N

|

|

Thiz driver iz not digitally zigned!

Tell me why driver signing is important

¢ Back I” Mest » ]l[ Cancel

3. Restart the computer
After the installation of the printer driver is complete, always restart the computer.

(Do not print just after installation. Always restart the computer once.)

28
Dai Nippon Printing Co., Ltd.



[DP-DS620/DP-DS620 (A) Printer Driver] User's Manual (For Windows XP) '

Chapter 4 Delete the driver

For the procedure to delete the printer driver, see Chapter 3, “1. Delete the driver”.
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